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I0 COMPATIBILITY

IO PLAY has an innovative design that wil easlly fit your
vehicle and your current audio system,

J

IO INSTALLTION

Al of the IO products require an installation into your vehicle.
We recommend that all IO products are installed by an iO
Accredited Installer to give you peace of mind knowing your
IO product has been professionally installed.
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P iO INSTALLER AT:
WWW.MN i0.COM/INSTALLATION

We have a comprehensive range of interface leads available
for all types of different Automotive Original Equipment Audio
Systems. This means  the 10 products can be installed into
any car and audio system

WHERETOBUY

AllNO products are available from major high street retallers
and all good independent car audio specidlists. Please visit
our website to find your nearest retaliler.

FIND2 i LERAT:
WA W MY-i0.COM/WHERE
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A2DP

Advanced Audio Distribution Profile. Otherwise known as
Bluetooth Stereo, any audio moved by this channel travels
in high quality stereo

ASLS

Audio Signal Level Sensing. IO Technology which ensures
the correct and automatic switching between 10 PLAY
connected devices and your current audio system.

ASPR

Audio Source Priority Resolution. 1O Technology. ASLS
and MPA — these two technologies make up ASPR — See
ASLS & MPA below.

Audio Ghosting

iO Audio Ghosting technology that allows Satellite
Navigation voice commends to be heard over top of
another audio source (such as vehicle radio).

AudioSense

IO AudioSense ensures that you get the correct audio
switching between your connected portable devices and
your existing vehicle head unit (Radio/CD Flayer/ Tape
Player).

AVRCP

Audio Visual Remote Control Profile. This profile means
that Bluetooth can move a Devices Control Functions, e.g.
Track Skip/Pause

Bluetooth
A short-range wireless Radio Technology for data
streaming with Internet and maobile devices.

Class D Amplifier

An audio amplifier that works in the digital domain. It
generates the equivalent analog output for the speakers
by using pulse width modulation (PWM) or pulse density
modulation (PDM) rather then the traditional digital-to-
anolog conversion,

HFP

Hands-Free Profile. Blustooth Profile designed to enable
a two-way wireless speakerphone to be used with a
Bluetooth phone. Mainly used in Bluetooth Car Kits

ISO Connector
A universal and innovative connector design used to
connect car audio equipment.

MPA

Mute Proceed Audio. IO Technology for your satellite
navigation voice instructions, this ensures you receive the
voice command as you should and then returns you to
whatever audio you were listening to prior.

Music Streaming
Play Audio from portable devices wirelessly, using
Bluetooth technology. £.g. - into 10 PLAY

SOT Lead

Accessory Interface Lead that allows aftermarket products
that are supplied with standard ISO connectors to be
installed into vehicles with different connectors. E.g. Original
Equipment/Factory Fit

PRODUCTFEATURES
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Product: iO Play i0 Talk1 iO Connect
A2DP Bluetooth Y Y N
AVRCP Bluetooth Y Y N
Bluetooth HSP Y Y N
Bluetooth HFP Y Y N

#of Speakers used 4 2 4
Streaming Connection 3] 3} 3.5mm
Amplifier Wattage (RMS) 60 20 60
Remote Track Control Y Y N
Phone Memory 5 5 N/A
#0f Ringtones 1 5 N/A
Voice Spoken Menu N Y N
Multi-Language N/A Y N

Sat Nav Compatible
Ghost Mute
MPA
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IO TALK1SPECS

Bluetooth Module:

—

Control Console:

i0 Designed Class D Amplifier:

Full Mute Feature:

J

Supported Profiles Pairing
» A2DP - Advanced Profile. . Devi

» AVRCP - Audio Video Profile. in
> HSP - Headset Profile. Connect.

> HFP - Hands-free Profile.

Console Functions
» Volume Control.

» Skip Track Forward/Backward.
» Mute Audio.

» Transfer call to Mobile Phone Handset.
Voice Spoken Menu Navigation

» Add/RemovelPair Device.

Specifications
> 20watts RMS (2 x 10w)

» 150 Connection

Dimensions

» 150 (L) x 82mm (W) x 29mm (D)

» MaxRange - 10 Metres - 33 Feet.
» Pairing - PIN Code.

Language Support

» lllumination for console.
» Wireless RF Transmission.

» Replaceable Battery.
Dimensions

» 53mm (L) x 38mm (W) x 27mm (D)

Other

» i0SOT Leads (Optional i0 Accessory)

» Vehicle Specific Connect Harness resulting in
Plug and Play installation of iO TALK1 into any
vehicle Audio System.

in Vehicle.

i0

Ground Loop Isolation Chip:
Pack Contents :

» Nointerference - Better Sound Quality.

> i0 TALK1 Amplifier and Bluetooth Module
» i0 TALK1 Control Console
» i0 TALK1 Microphone

d the original

» 10 TALK11SO Harness
» FullInstallation Guide
» Quick Start Guide & Registration Card

IO PLAYSPECS

Bluetooth Module:  Supported Profiles Pairing
+'A20P - Advanced .

~

i Profile.
» AVRCP - Audio Video Remote Control Profile.
» HSP-Headset Profile.

» HFP - Hands-free Profile.

i0 Developed Profile-PATENT PENDING!

» Store 5 Mobile Phones in Memory - Auto-Connect.
Other

» Max Range - 10 Metres - 33 Feet.
» Pairing - PIN Code.

i0 Designed Class D
Amplifier:

Control Console:  Console Functions

trol.
» Skip Track Forward/Backward.
» Mute Audio.
» Call Answer/End & Call Hold.

» Transfer call to Mobile Phone Handset.
» LastNumber Redial.

» G0watts RMS (4 x 15w).
» IS0 Connection.
-

» A2DP Profile indication Light.
» HFP Profile indication Light.

» Adaptive illumination for console.
» Very Thin 4 Core Wire.
» Mounting by iO designed fixing pads.

y, SOT) Vehicl iting in plug and Play

Full Mute Feature:

i0o

» Music played through all speakers in Vehicle.

AY

Ground Loop Isolation Chip:

Dimensions (LxWxH):

Pack Contents:

N

» Nointerference - Better Sound Quality.

» i0 PLAY Amplifier: 100 x 81 x 24mm
> i0 PLAY Bluetooth Module: 70 x 81 x 24mm
» i0PLAY Console: 70 x 31 x 23mm

» i0PLAY Amplifier.
» iOPLAY Bluetooth Module.
» iOPLAY Console.

» iOPLAY Bluetooth Harness.

between d the original

» 10PLAYISO Harness.
» Full Installation Guide
» Quick Start Guide & Registration Card.

IO CONNECTSPECS
p

o 60watts RMS (4 x 15w).

» 150 Connection.

» i0SOT Leads (Optional i0 Accessory) Vehicle Specific Connect Harness resulting in plug and Play
hicl

iO Designed Class D Amplifier:

~

» s,

Portable Device C

io

Full Mute Feature:

Ghost Mute Feature:

\g to a In-Vehicle

»  Music played through all speakers in Vehicle.

original source audio in the other speakers.

devices and

Ground Loop Isolation Chip:
Dimensions of Amplifier (LxWxH):

Pack Contents:

»  Nointerference - Better Sound Quality.
> 100mm x81mm x 24mm

» 10 CONNECT Amplifier
» 10 CONNECT ISO Harness.
i0 col

> Full Installation Guide
> Quick Start Guide & Registration Card.

s
3
3
3
<
z
(9]
o
3




I 0
Woolmer Way

Bordon, Hampshire
GU359QE

Tel: 01420 476767 Fax: 01420 477137
Email: info@my-io.com iO Website: www.my-io.com iO Play Website: www.ioplay.co.uk
iO is a brand of Armour Automotive

Information & specification accurate at time of publication
All rights Reserved ©

dArmoOUrAuToO





